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VISION & MISSION
วิิสััยทััศน์์ของแบรนด์์ ME
เราเช่ื่�อว่่าการออกแบบสถาปัตัย์์ (Architecture) 
ท่ี่�ดีี มีีสุนทรีียภาพ (Aesthetic) เป็็นส่่วนหน่ึ่�งของ 
การสร้้างส่ิ่�งแวดล้้อมท่ี่�ดีี ทำ ำ�ให้้คุุณภาพของชีีวิิต 
มนุษย์์ดีียิ่�งขึ้้�น (Quality of Life)

พัันธกิิจของแบรนด์์ ME
เราเป็็นผู้้�ร่ว่มคิิดร่วมทำำ� (Co Create) กับลููกค้้าของเรา 
เติิมเต็็มอารมณ์และความรู้�สึึก (Feel) ให้้กัับงาน 
สถาปัตัยกรรมเพ่ื่�อสร้า้งจิินตนาการ (Imagination) 
และทุุกความฝันัให้้เป็็นความจริิง

Content



TECHNICAL PORCELAIN

60X60 cm.

R10

30X60 cm.

CONKRIT

FINISHES Natural

WORKING SIZES (mm) 600 x 600 298 x 600  

THICKNESS (mm) 9.8 9.2

WHITE
NATURAL	 MMD-71 NATURAL	 MMD-72

GREY

BLACK
NATURAL	 MMD-73

Slip Resistant

Natural

6 7CONKRIT
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TECHNICAL PORCELAIN

60X60 cm. 30X60 cm.

MONZA

FINISHES Natural & Satin

WORKING SIZES (mm) 600 x 600 298 x 600

THICKNESS (mm) 9.8 9.2

COOL WHITE
NATURAL	 MMG4C1D

LIGHT GREY
NATURAL	 MMG4C2D

DARK GREY
NATURAL	 MMG4C3D
SATIN	 MMG4C3DLP

MONZA DECOR
NATURAL

R11

Multiple Faces

Slip Resistant

Natural

*Satin finish is not recommended for outdoor application.8 9MONZA

TECHNICAL PORCELAIN



TECHNICAL PORCELAIN

60X60 cm. 30X60 cm.

PIASENTINO

FINISHES Rough & Satin

WORKING SIZES (mm) 600 x 600 298 x 600

THICKNESS (mm) 9.8 9.2

R12

Multiple Faces

IVORY
ROUGH	 MMG4A1R
SATIN	 MMG4A1L

GREY
ROUGH	 MMG4A2R
SATIN	 MMG4A2L

DARK GREY
ROUGH	 MMG4A3R
SATIN	 MMG4A3L

BROWN
ROUGH	 MMG4A4R
SATIN	 MMG4A4L

Slip Resistant

Rough

*30×60cm is cut & customised upon ordering.
*Satin finish is not recommended for outdoor application.

10 11PIASENTINO
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RONDA

TECHNICAL PORCELAIN

30X60 cm.

RONDA

FINISHES Rough

WORKING SIZES (mm) 298 x 600

THICKNESS (mm) 9

R12

Multiple Faces

WHITE
ROUGH	 MMG4M5D

LIGHT GREY
ROUGH	 MMG4M7D

DARK GREY
ROUGH	 MMG4M8D

Slip Resistant

Rough

TECHNICAL PORCELAIN
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TECHNICAL PORCELAIN

30X30 cm.

ROYCE

FINISHES Natural

WORKING SIZES (mm) 299 x 299

THICKNESS (mm) 8

NATURAL	 MMY-02 NATURAL	 MMY-03

NATURAL	 MMY-04 NATURAL	 MMY-08

VARIATION

BLACK CREAM

DARK GREY LIGHT GREY

R9

Natural

14 15ROYCE
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Multiple Faces

TECHNICAL PORCELAIN

SAYLEE

FINISHES Rough & Natural

WORKING SIZES (mm) 600 x 600 298 x 600

THICKNESS (mm) 9.7 8.7

ROUGH	 MMG4N6R
NATURAL	 MMG4N6M

ROUGH	 MMG4N7R
NATURAL	 MMG4N7M

ROUGH	 MMG4N8R
NATURAL	 MMG4N8M

ROUGH	 MMG4N9R
NATURAL	 MMG4N9M

WHITE CREAM

LIGHT GREY DARK GREY

TECHNICAL PORCELAIN

*30×60cm is cut & customised upon ordering.

60X60 cm. 30X60 cm.

R10

Natural Rough

R12

Slip Resistant

16 17SAYLEE

New (Pre-order 45-60 days)



60X60 cm. 30X60 cm.

WHITE
ROUGH	 MMG4N1R
NATURAL	 MMG4N1M

CREAM
ROUGH	 MMG4N2R
NATURAL	 MMG4N2M

LIGHT GREY
ROUGH	 MMG4N3R
NATURAL	 MMG4N3M

DARK GREY
ROUGH	 MMG4N4R
NATURAL	 MMG4N4M

Multiple Faces

R10

Natural Rough

R12

*30×60cm is cut & customised upon ordering.

Slip Resistant

18 19TEMPEST

TECHNICAL PORCELAIN

TEMPEST

FINISHES Rough & Natural

WORKING SIZES (mm) 600 x 600 298 x 600

THICKNESS (mm) 9.7 8.7

TECHNICAL PORCELAINNew



TECHNICAL PORCELAIN

VICTORIA

FINISHES Natural & Rough

WORKING SIZES (mm) 600 x 600 298 x 600

THICKNESS (mm) 9.8 9.2

Multiple Faces

COOL GREY
NATURAL	 MMGD-80M
ROUGH	 MMGD-80R

DARK GREY
NATURAL	 MMGD-81M
ROUGH	 MMGD-81R

IVORY
NATURAL	 MMGD-82M
ROUGH	 MMGD-82R

BRONZE
NATURAL	 MMGD-83M
ROUGH	 MMGD-83R

60X60 cm. 30X60 cm.

R10

Natural Rough

R12

Slip Resistant

20 21VICTORIA
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PORCELAIN

60X60 cm. 30X60 cm.

CASTLE

FINISHES Matt

WORKING SIZES (mm) 600 x 600 298 x 600  

THICKNESS (mm) 10 8.7

Multiple Faces

WHITE
MATT	 MSM8N3D

BROWN
MATT	 MSM8N5D

LIGHT GREY
MATT	 MSM8N6D

DARK GREY
MATT	 MSM8N7D

22 23CASTLE

PORCELAIN



FLORENCE

PORCELAIN

30X60 cm.

FLORENCE

FINISHES Crystal Matt

WORKING SIZES (mm) 298 x 600  

THICKNESS (mm) 8.7

WHITE

DARK GREY

CRYSTAL MATT	 MMFL01

CRYSTAL MATT	 MMFL03

GREY
CRYSTAL MATT	 MMFL02

PORCELAINNew (Pre-order 45-60 days)

Multiple Faces

Slip Resistant

R10

Crystal Matt
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PORCELAIN

60X60 cm. 30X60 cm.

MONOCO

FINISHES Matt

WORKING SIZES (mm) 600 x 600 298 x 600  

THICKNESS (mm) 9 9

WHITE
MATT	 MSM-465

BEIGE

BLACK

MATT	 MSM-466

MATT	 MSM-469
TOBACCO
MATT	 MSM-467

26 27MONOCO
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PORCELAIN

30X60 cm.

R11

PORCELAIN

30X60 cm.

RONAN

FINISHES Rough

WORKING SIZES (mm) 298 x 600  

THICKNESS (mm) 9

WHITE
ROUGH	 MMF-36RON1

COOL GREY
ROUGH	 MMF-36RON2

New

Slip Resistant

Rough

SASHA New

WHITE
MATT	 MMF-36SAS1

BLACK
MATT	 MMF-36SAS2

FINISHES Matt

WORKING SIZES (mm) 298 x 600  

THICKNESS (mm) 9

28 29SASHA

RONAN

PORCELAIN

PORCELAIN



PORCELAIN

15x90 cm.

SHERWOOD

FINISHES Natural

WORKING SIZES (mm) 147 x 900  

THICKNESS (mm) 10
VARIATION

NATURAL
MEM-159004

DARK BROWN
NATURAL
MEM-159008

BROWN
NATURAL
MEM-159018

ASH BROWN
NATURAL
MEM-159020

WHITE OAK
NATURAL
MEM-159126

CREAM

Multiple Faces

Slip Resistant

R10

Natural

30 31SHERWOOD
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PORCELAIN

20x120 cm.

SOFTWOOD

FINISHES Natural

WORKING SIZES (mm) 195 x 1,200  

THICKNESS (mm) 9
VARIATION

NATURAL
ME-201204603

NATURAL
ME-201204605

NATURAL
ME-201205601

NATURAL
ME-201205605

NATURAL
ME-201206603

NATURAL
ME-201206604

New

BROWN OAK WHITE OAK ASH BROWN ASH GREY LIGHT BROWN LIGHT CREAM

Multiple Faces

32 33SOFTWOOD32
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PORCELAIN

60X60 cm. 30X60 cm.

VIVO

FINISHES Natural

WORKING SIZES (mm) 600 x 600 298 x 600

THICKNESS (mm) 10 9

34 35VIVO

PORCELAIN

NATURAL	 MMB-800 NATURAL	 MMB-801
COOL GREY

NATURAL	 MMB-802
BROWN

NATURAL	 MMB-804
COOL WHITE

IVORY



Woodden Tiles Pattern แพทเทิิร์นปููกระเบื้้�องลายไม้้ 

1. แพทเทิิร์์นการปููแบบเส้้นตรง 1:1
เป็็นแพทเทิิร์นท่ี่�ปููได้้ง่่ายและเป็็นท่ี่�นิิยม ด้ วยการวางกระเบื้้�องแต่่ละแผ่่นให้้ตรง 
เป็็นแถวและแนวเดีียวกัน

“กระเบื้้�องลายไม้้” เป็็นวััสดุุตกแต่่งท่ี่�กำำ�ลังเป็็นท่ี่�นิิยม นอกจากจะมีีลวดลาย 
สีีสัน และให้้ผิิวสัมผัสท่ี่�เสมืือนไม้้จริิงแล้้ว ยังสามารถนำำ�มาจััดวางแพทเทิิร์นต่่างๆ  
ได้้อย่่างหลากหลาย เพ่ิ่�มความน่าสนใจให้้กัับบ้้าน ด้วยความงามเสมืือนไม้้ธรรมชาติิ  
ทำำ�ให้้บ้้านดููอบอุ่่�น ทั นสมััย  ไม่่ว่่าจะเป็็นห้้องรัับแขก ห้ ้องครััว ทั้้ �งภายนอก  
และภายในตััวบ้าน มีีขนาดความยาวให้้เลืือกตั้้�งแต่่ 15 x 60, 15 x 90, 20 x 120 
เซนติิเมตร

แพทเทิิร์์นปูกูระเบ้ื้�องลายไม้้ 
เพิ่่�มลููกเล่่นและความสวยงามให้้บ้้านแลดููทัันสมัย
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3. แพทเทิิร์์นการปููสลับแบบ 1:4
เป็็นอีีกแพทเทิิร์์นหน่ึ่�งท่ี่�เป็็นท่ี่�นิิยม คืื อการปููกระเบื้้�องให้้แต่่ละแถวสับหว่่างกััน  
คล้้ายกับลายก่ออิิฐ คว รปููให้้เยื้้�องกัันในอััตราส่่วน 1/4 ของแผ่่น เพ่ื่�อความ 
เรีียบเสมอกััน

2. แพทเทิิร์์นการปููสลับคล้้ายลายก่่ออิิฐ 1:3
เป็็นอีีกแพทเทิิร์นหน่ึ่�งท่ี่�เป็็นท่ี่�นิิยม  หากต้้องการเพ่ิ่�มลููกเล่่นให้้กัับกระเบื้้�อง 
ลายไม้้ คืื อการปููกระเบื้้�องให้้แต่่ละแถวสับหว่่างกััน ค ล้้ายกับลายก่ออิิฐ คว รปูู 
ให้้เยื้้�องกัันในอััตราส่่วน 1/3 ของแผ่่น เพ่ื่�อความเรีียบเสมอกััน

Woodden Tiles Pattern

5. แพทเทิิร์์นท่ี่�ปููแบบลายก่่ออิิฐแบบ 1:2
เป็็นแพทเทิิร์นการปููแบบสลัับครึ่�งต่่อครึ่�งเท่่ากััน แต่่ไม่่แนะนำำ�ให้้ปูู

4. แพทเทิิร์์นลายก้้างปลา
แพทเทิิร์นลายก้างปลา จ ะใช้้กระเบื้้�องปููต่อกัันในลัักษณะสามเหล่ี่�ยม  ให้้เป็็น 
รููปตัว V ประกบกัันไปเร่ื่�อยๆ คล้้ายลายก้างปลา ช่วยให้้ดููโดดเด่่นขึ้้�น และยัังช่่วย
พรางตาให้้พื้้�นท่ี่�ท่ี่�มีีขนาดเล็็กดููกว้้างขึ้้�น

แพทเทิิร์นปููกระเบื้้�องลายไม้้ 

Tips :	หากกระเบื้้�องท่ี่�เลืือกใช้้มีีลายแต่่ละแผ่่นแตกต่่างกััน (Random) หรืือหากต้้องการปููเป็็นแพทเทิิร์นต่่างๆ ควรลองนำำ�กระเบื้้�อง 
	 มาจััดเรีียงก่่อนเพ่ื่�อกะระยะ ตำำ�แหน่่ง ให้้ได้้ความสวยงามและลงตััวก่อนลงมืือปููจริิง
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PORTFOLIO SAMYAN MITRTOWN
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Floor 5 Floor 5

Floor 5

PORTFOLIO SAMYAN MITRTOWN
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PORTFOLIOPORTFOLIOPORTFOLIO

The Pizza Company @Samyarn Mitrtown Oishi Eaterium @Samyarn Mitrtown

KFC @Gateway Bangsue

The Coffee Club @Samyarn Mitrtown

MK @Central VillageMK @Central Village

PORTFOLIO RESTAURANT
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Choosing the Right Tiles

LIVING & DINING

Living and dining spaces are the public 
areas of your home. Non-slip tiles are 
recommended in such high traffic areas, 
especially if they are frequently used 
by children and the elderly. Use low 
maintenance tiles on the dining room 
floor to make it easy to clean.

BATHROOM

The bathroom is exposed to the most 
water in the house. As it is often wet, 
choose non-slip tiles with low water 
absorption properties and high chemical 
resistance to bath foams, soap, sham-
poo, chemical cleaners and disinfectants 
to ensure low maintenance. Smaller sized 
tiles have more joint gaps which act as 
traction and increase slip resistance.

KITCHEN

Tiles in the kitchen are subject to 
grease, water and chemicals. Choose 
low maintenance tiles with higher  
chemical and slip resistance as they 
require regular cleaning with household 
detergents. Counter tops can be tiled 
for hot pots to sit on, while work tops 
and food preparation areas should be 
protected with tiles of high mechanical 
strength to ensure easy maintenance.

Consider the environment of the area which the tiles are to be installed, 
and the technical characteristics required of the tiles. It is important to 
choose the right type of tiles to ensure durability of the tiles for the 
intended function or application.

BEDROOM

Bedrooms typically have less foot  
traffic, so tiles applied in this space  
can be from a wider range of  
characteristics.

COMMERCIAL AREAS

Tiles used in commercial and public  
areas are subjected to much  
heavier foot traffic for flooring, and 
harsher abuse for walls. In general, 
choose easy to maintain tiles, as well as 
extremely durable tiles that can  
withstand a multitude of conditions.

HOME EXTERIOR

In general, exterior tiles should be  
more durable all round, as they are 
constantly exposed to harsher  
conditions. High durability tiles are  
required, with low water absorption, 
high mechanical strength, as well as 
chemical, slip and scratch resistance 
technical characteristics.

Helpful Tips
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Specification

Technical Porcelain, E ≤ 0.5% (B1A, ANNEX G)

TECHNICAL FEATURES STANDARDS INTERNATIONAL STANDARDS ME TYPICAL STANDARDS

DIMENSIONAL CHARACTERISTIC

Length and width ISO 10545-2/EN 98 ±0.60%
max ±2.0 mm

±0.25%
max ±2.0 mm

Thickness ISO 10545-2/EN 98 ±5.00%
max ±0.5 mm

±5.00%
max ±0.5 mm

Straightness of sides ISO 10545-2/EN 98 ±0.50%
max ±1.5 mm

±0.25%
max ±1.5 mm

Rectangularity ISO 10545-2/EN 98 ±0.50%
max ±2.0 mm

±0.30%
max ±2.0 mm

Surface flatness ISO 10545-2/EN 98 ±0.50%
max ±2.0 mm

±0.25%
max ±2.0 mm

CHEMICAL PROPERTIES

Resistance to household 
chemicals & swimming pool 
salts

ISO 10545-13/EN 106 min UB/GB UB/GB

Resistance to staining ISO 10545-14 Test method available Class 3/NA

PHYSICAL PROPERTIES

Water absorption ISO 10545-3/EN 99 Group B1a, E ≤0.5% ≤0.12%

Breaking strength ISO 10545-4/EN 100 min 1300 N 1300 N

Modulus of rupture ISO 10545-4/EN 100 min 35 N/mm2 ≥42 N/mm2

Resistance to deep  
abrasion

ISO 10545-6/EN 102 max 175 mm2 max 150 mm3

Slip resistance 
(wet pendulum method)

AS/NZS 4586, App A Test method available Depending on series

Slip resistance 
(ramp method)

AS/NZS 4586, App D Test method available Depending on series/NA

Porcelain, E ≤ 0.5% (B1A, ANNEX G)

TECHNICAL FEATURES STANDARDS INTERNATIONAL STANDARDS ME TYPICAL STANDARDS

DIMENSIONAL CHARACTERISTIC

Length and width ISO 10545-2/EN 98 ±0.60%
max ±2.0 mm

±0.25%
max ±2.0 mm

Thickness ISO 10545-2/EN 98 ±5.00%
max ±0.5 mm

±5.00%
max ±0.5 mm

Straightness of sides ISO 10545-2/EN 98 ±0.50%
max ±1.5 mm

±0.25%
max ±1.5 mm

Rectangularity ISO 10545-2/EN 98 ±0.50%
max ±2.0 mm

±0.30%
max ±2.0 mm

Surface flatness ISO 10545-2/EN 98 ±0.50%
max ±2.0 mm

±0.25%
max ±2.0 mm

CHEMICAL PROPERTIES

Resistance to household 
chemicals & swimming pool 
salts

ISO 10545-13/EN 106 min GB GB

Resistance to staining ISO 10545-14 min Class 3 Class 3

PHYSICAL PROPERTIES

Water absorption ISO 10545-3/EN 99 Group B1a, E ≤0.5% ≤0.5%

Breaking strength ISO 10545-4/EN 100 min 1300 N 1300 N

Modulus of rupture ISO 10545-4/EN 100 min 35 N/mm2 >35 N/mm2 

(depending on series)

Resistance to surface  
abrasion

ISO 10545-7/EN 154 Report abrasion class Glazed: Class 2-4
(depending on glaze type)

Resistance to deep  
abrasion

ISO 10545-6/EN 102 max 175 mm3 Unglazed : max 150 mm3
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R9

R10

R11

R12

R13

3-10๐ สำำ�หรับพ้ื้�นกระเบ้ื้�องทั่่�วไป

10-19๐ สำำ�หรับพ้ื้�นที่�แห้้ง

19-27๐ สำำ�หรับพ้ื้�นที่�เปีียกและพ้ื้�นที่�ภายนอก

27-35๐ สำำ�หรับพ้ื้�นที่�ภายนอกที่�ลาดชััน

มากกว่า 35๐ สำำ�หรับพ้ื้�นที่�ภายนอกที่�ลาดชัันมาก

*R คืือ ค่าการทดสอบ Ramp Test โดยการปููกระเบื้้�องบนทางลาดในองศาต่่างๆ และตััวเลขท่ี่�บอกค่่าความฝืด
	ของผิิวหน้้ากระเบื้้�อง ยิ่�งตััวเลขมาก ยิ่�งกัันล่ื่�นได้้มาก

DINING ROOM

DINING ROOM TOILET

OUTDOOR 
STAIRS

OUTDOOR 
STAIRS

TERRACE 

TRAFFIC AREA

OUTDOOR 
LOADING

OUTDOOR 
LOADING

OUTDOOR 
STAIRS

LIVING ROOM

LIVING ROOM

GARAGEDROP OFF

Slip Resistance

Slip Resistance Rating Recommended Use

3-10๐ R9 พื้้�นท่ี่�ห้้องอาหาร, พื้้�นท่ี่�ห้้องรัับแขก, พื้้�นท่ี่�ภายในบ้้าน, พื้้�นท่ี่�ภายในออฟฟิศิ, 
พื้้�นท่ี่�เคาน์์เตอร์์ธนาคาร 

10-19๐ R10 พื้้�นท่ี่�ห้้องอาหาร, พื้้�นท่ี่�ห้้องรัับแขก, พื้้�นท่ี่�ภายในบ้้าน, พื้้�นท่ี่�อาบน้ำำ��ส่วนแห้้ง, 
โรงรถ, พื้้�นท่ี่�จอดรถ, คลังสิินค้้า, ห้องครัวในร้้านอาหาร

19-27๐ R11 พื้้�นท่ี่�ภายนอกอาคาร, พื้้�นท่ี่�รัับ-ส่่งคน, พื้้�นท่ี่�จอดรถ, พื้้�นท่ี่�อาบน้ำำ��ส่วนเปีียก, 
ลานซัักล้้าง, ห้องเย็็น, ลาน, สนาม

27-35๐ R12 พื้้�นท่ี่�ภายนอกอาคาร, บริิเวณพื้้�นท่ี่�รอบสระว่่ายน้ำำ��, ทางเดิินสำำ�หรัับรถเข็็น, 
พื้้�นท่ี่�โหลดสิินค้้าภายนอก, ลาน, สนาม

>35๐ R13 พื้้�นท่ี่�ภายนอกอาคาร, พื้้�นท่ี่�จราจร, ทางเดิินสำำ�หรัับรถเข็็น, พื้้�นท่ี่�ลาดชันสููง, 
พื้้�นท่ี่�โรงงาน, พื้้�นท่ี่�โรงอาหาร

Shade Variation

V1 V2

V3 V4

ความหลากหลายของสีีและพ้ื้�นผิิวต่ำำ�� ความหลากหลายของสีีและพ้ื้�นผิิวปานกลาง

ความหลากหลายของสีีและพ้ื้�นผิิวสูง ความหลากหลายของสีีและพ้ื้�นผิิวสูง
จนเหมืือนสุ่�มเอากระเบ้ื้�องคนละเฉดสีี 

มาปูรูวมๆ กััน

Icon Guide

ME UHD

ECO ME

ME® UHD DIGITAL
The ME® UHD DIGITAL icon features tile collections which have been designed using 
the next generation German state-of-the-art Ultra High Definition printing technology 
ME® UHD DIGITAL presensts ceramic and porcelain tiles created through ultra high  
resolution imaging superior colour capability and innovative design flexibility.

ECO ME®

All ECO ME® labelled products are certified with the Singapore Green Label and SIRIM 
Eco Label. This is the recognition awarded for the brand’s commitment in delivering 
eco tiles that respect the environment.
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